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SPECIFICATIONS
One (1) Unit Dot Matrix Printer

Specifications:

e Fast and durable wide carriage 24 pin flat-bed printer

e Prints up to 550 characters per second (High Speed Draft 10 cpi)

e Automatic paper handling and automatic paper thickness adjustment

e Automatic Sheet Alignment Unit (optional)

e Prints up to 8 part forms (1 original + 7 copies)

e Parallel and USB interfaces with Ethernet only

® Includes drivers for Microsoft Windows XP, Vista, 7, 8, 8.1, Windows 10

Printing Technology:

Print Method:
Impact dot matrix

Control Panel:
7 switches and 12 LEDs

Print Direction:
Bi-direction with logic seeking

Number of Pins in Head:
24 pins

Control Code:
ESC/P2 and IBM PPDS emulation

Print Speed:

High Speed Draft:
10 cpi: 550 cps

Draft:
(10/12 /15 cpi): 495 / 594 / 742 cps
(Condensed, 17 / 20 cpi): 424 / 495 cps

Letter Quality:
(10/12 /15 cpi): 165/ 198 / 247 cps
(Condensed, 17 / 20 cpi): 282 / 330 cps

Reliability:

Printhead life:
400 million strokes / wire

Mean Print Volume Between Failure (MVBF):
25 million lines (except printhead)

Reviewed by:
Mean Time Between Failure (MTBF): e

10,000 POH .
iz

Oliver L. Templo
Oct 21, 2020




